








1:\\GUIDE\ DETAILS\ CAD\ PE-360-2

4 CITY OF PEORIA

STANDARD DETAIL PE—360—2¢,»
THREE PORT WET BARREL ‘

FIRE HYDRANT INZT% LAT;.ON
APPROVALS: W 87 B d/af” ’ 7 b foy
CITY ENGINEER (] 1 DATE 7 UTIITIES DIRECT DATE

6 INCH DUCTILE IRON PIPE

6” DUCTILE IRON PIPE
PRESS&JRE CLASS 350 PRESSURE CLASS 350
|
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WATER MAIN

Ay .
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RPLE PR
D )

6” FLANGE BY ,
M.J. GATE VALVE 1° MIN FROM
HYDRANT NOZZLE TO ” o
BACK OF SIDEWALK 6° FLANGE BY
M.J. GATE VALVE

THREE PORT WET

ALL PORTS 20" MIN — 2
: BARREL FIRE HYDRANT

24” MAX FROM
SEE M.A.G. STANDARD DETAIL  FINISHED GRADE
391—1 TYPE "A” FOR VALVE

6” BREAKAWAY
BOX INSTALLATION. ADJUSTMENT
PER CITY OF PEORIA STANDARD

FINISHED
GRADE
DETAIL PE-270 _
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6 INCH GATE VALVE<
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///\\/\//\\/\/ P EROTEG SEC 725
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“AND “SQUARE ‘10 “SHOE™

ALL JOINTS SHALL BE RESTRAINED, INCLUDING MAIN AT TEE ENDS.

APPROVED HYDRANTS INCLUDE: SEE DETAIL PE-101

BREAK—OFF CHECK VALVE SHALL BE LONG BEACH IRON WORKS, INC. — MODEL
LB400 OR APPROVED EQUAL.

THE 6 INCH GATE VALVE SHALL BE FLANGED BY MECHANICAL JOINT.

NO VALVES ARE TO BE IN THE CONCRETE.

THE 4 1/2” PORT ON THE HYDRANT SHALL BE INSTALLED FACING THE STREET.
MINIMUM 3 FOOT DIAMETER CLEARANCE AROUND HYDRANT.

THE HYDRANT SHALL HAVE 2 — 2 1/2” PORTS, AND 1 — 4 1/2” PORT.

CRNoUE L=

INSTALL FIRE HYDRANT MARKER PER PEORIA STANDARD DETAIL 271.

o

NATIONAL STANDARD THREADS REQUIRED ON ALL CONNECTIONS.
03/17/2008 /
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1:\ GUIDE\DETAILSY, CAD\ PE-361

CITY OF PEORIA
STANDARD DETAIL PE-361
HYDRANT/FDC CLEARANCES

APPROVALS: QO,\M ’Z/D’)

CITY ENGINEER " 'DATE

S

(DEPICTION OF DRY BARREL HYDRANT)

CITY OWNED HYDRANTS
SHALL BE PAINTED YELLOW.

PRIVATELY OWNED HYDRANTS
SHALL BE PAINTED RED WITH
OWNER'S INITIALS STENCILED
ON THE BARREL. MIN 2" HIGH
WHITE REFLECTIVE LETTERING.

DO NOT PLANT ANY
TREES OR SHRUBS
THAT WILL ENCROACH
ON THE CLEAR SPACE
INDICATED, WHEN THE
PLANTS OR TREES ARE
MATURE.

|————— 3" 33—

STANDPIPE TO BE
|— PAINTED RED WITH

| — | 2'HIGHWHITE

REFLECTIVE NUMBERS

\\\CLEAR SPACE/

\ (REMOTE FDC BY FIRE MARSHALL AUTHORIZATION ONLY)

W/zm)




I:\GUIDE\DETAILS\ CAD\ PE-362

a CITY OF PEORIA

N

STANDARD DETAIL PE-362 Ay
FIRE HYDRANT MAR LOCATION @IS
APPROVALS: / ) ) . - -
>,

SET ON @ AT RIGHT
Z OR RADIAL TO
FIRE HYDRANT

AN |
; ""\
—— 2—-WAY BLUE RN
REFLECTIVE r*
PER e §
5 FIRE
> HYDRANT
N
W/V »
jiSEE ,
1’ MIN HORIZONTAL
NOTE 2 SEPARATION FROM BACK|
Gh OF SIDEWALK TO
PUMPER NOZZLE NUT.
O
<L
(Q\/;
AN I
T~
N

FIRE HYDRANT MARKER LOCATION

1. CENTER MARKER ON LOCAL STREETS.
2. PLACE MARKER OVER TEE ON COLLECTORS & ARTERIALS.
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LOCATION AND CON T%UCTIZ "E
APPROVALS! M%MF apifor / ) o for

CITY OF PEORIA
STANDARD DETAIL PE-363
WATER METER BOX

CITY ENGINEER DAT UTMLITIES DIRECTQR /7 DATE

1:\GUIDE\ DETAILS\ CAD\ PE-363

RN CONCRETE METER

Nk wbh=

. BEDDING: SAND OR CLEAN NATIVE 3/8 MINUS.
os/17/2ooa)

BOX - MAG STD.

=R
DET. 320 j =

BOX. LID WITH

30. _»39: N
STEEL WATER METER | ¢ '
A )

2”% HOLE.

)
§ BRASS BALL
S|\ CORP. STOP

©

*APPROVED SADDLE

SET AT 30° ANGL
A ” — | ZINSTALL 17 x 3/4”

COPPER TYPE K SOFT - 1” SERVICE, BRASS REDUCER FOR

RIGID — 1 1/2” OR LARGER ALL 1” SERVICE LINES.

ANGLE BRASS BALL CURH]
STOP TO BE SAME SIZE
AS THE SERVICE LINE.

NOTES:

30” MINIMUM COVER IS REQUIRED FOR SERVICE LINES.
NO COUPLINGS ALLOWED ON SERVICE LINE. (SOFT COPPER)
FOR CUL-DE-SAC LOTS ONLY, THE WATER METER SHALL BE PLACED AT THE
BACK OF THE SIDEWALK.
ALL WATER METER BOXES TO BE LEVEL WITH THE BACK OF THE SIDEWALK.
ALLOWABLE SERVICE LINE SIZES: 17, 1-1/2" & 2”.
ALL MATERIAL SHALL CONFORM TO THE LATEST MAG SPECIFICATIONS.
ACCEPTABLE SADDLES INCLUDE: MUELLER: BR2B

FORD: 202B

JONES J979

(;DONALD 3825




1:\GUIDE\ DETAILS\CAD\ PE~371

(

APPROVALS: D&/zi/ﬁ\/i » 6//'7 / DGF—

CITY OF PEORIA

STANDARD DETAIL PE-37/1
WATER QUALITY SAMPLING STATION

LINE AND ANGLE BRASS
BALL CURB STOP

NOTE:

BEHIND BACK OF CURB.

CITY ENGINEER U " DATE IES DIRECTOR O
SPOUT TO FACE FORWARD AS SHOWN
<~ NOT TO INTERFERE WITH LID
£\ < KORALEEN SAMPLE STATION XLT
F= OR APPROVED EQUAL
FILL HOUSING WITH
5 WASHED SAND
_I
CLASS ”C” CONCRETE SEE PEORIA STANDARD DETAIL
ENGASEMENT LOCATION AND' CONSTRUCTION
E'RADE: ﬁ.—J—z — INCH
AT TR RALELR
SN SN FRoed oo
NN & ARSI per. PE—363 - — HERASSNENANAN
Y- PN R EEN L2 EAck, STACKED) PN NI N
NSCN\ZIER BRI N EA\L =-..=\/\\/\\/\I«\\/§
NI o = e YOOI
NN NN N ALK
VRIS SRR
NANN I NN ENEN - NP L ANANFENT AN
N e A A I I VNS
XSAMPLING STATION | X/ R IHEIR R ARIR R R R 2R AR 22
INSTALL 1 — INCH SERVICE \

1. THE LOCATION OF THE SAMPLING STATION SHALL BE A MINIMUM OF 5 FEET

1 — INCH SERVICE LINE
SEE PEORIA DET. PE-363

05/29/2007

/




1:\GUIDE\ DETAILS\ CAD\ PE-395

s

UNIVERSAL AIR-VA _ "'//4.\\\\\\\\\\\\\\\<
APPROVALS: Qa%ﬂw 3 /lo/% y >
CITY ENGINEER ™ DATE

SS SCREEN — GALVANIZED OUTLET PIPING 90° ELBOWS
WITH_SS_CLAMP —, - —BLEED VALVE

UNIVERSAL AIR—-VACUUM VALVE

2’ MINIMUM FROM EDGE
OF CURB OR SIDEWALK

VANDAL ENCLOSURE

CONCRETE BASE

CONNECTOR
PVC SLEEVE

<
>
<
m
4 MIN

L
T —

INLET PIPING/ OVERSIZE

DUCTILE IRON TEE
PIPE OR COPPER
TO MATCH SIZE OF

AIR-VACUUM VALVE.

WATER LINE

NOTES:

1. VANDAL ENCLOSURE TO BE ”LOCKBOX” OR APPROVED EQUAL.

2. LINE FROM MAIN TO AIR RELEASE VALVE TO BE INSTALLED WITH POSITIVE
SLOPE TO PREVENT BLOCKAGE.

3. CONCRETE BASE — 4 — INCH THICK WITH NUMBER 4 REBAR @ 12 - INCH

EACH WAY. BASE DIMENSIONS SHALL BE 12 — INCHES GREATER THAN INSIDE

DIMENSIONS OF VANDAL ENCLOSURE.

FIELD PAINT ALL FITTINGS AND VANDAL ENCLOSURE ”"DESERT TAN.”

SIZE OF UNIVERSAL AIR-VACUUM VALVE AND APPURTENANCES SHALL BE

SPECIFIED BY THE DESIGN ENGINEER.

A

\ 01 /30/2008)




I:\GUIDE\ DETAILS\ CAD\ PE-398

-

CITY OF PEORIA

STANDARD DETAIL PE—398
TYPICAL VALVE LOCATION

S NS - ().

CITY ENGINEER ( " DATE " UTILITIES DIRECTORJ

3’ SPOOL MJDIP

M.J. TE M.J. VALVE

7 @7

] ]EMECHANICAL JOINTS
h:z:/ (MJDIP)

M.J. VALVE

ol

02/05/2007
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CITY OF PEORIA
STANDARD DETAIL PE—-401
BEDDING AND BACKFILL

c,){’g‘l

*

3/ioloe

CITY ENGINEER

APPROVALS: meﬂdnl‘pér‘

DATE

1:\GUIDE\ DETAILS\ CAD\ PE-401

\_

TRENCH
BACKFILL

TRENCH WIDTH
@ TOP OF PIPE

TRENCH SLOPE
AS REQUIRED
BY OSHA

12” MIN.

ABC PER MAG
SPECIFICATION
TABLE 702—-1 OR
CLSM AS DIRECTED
BY THE CITY
ENGINEER. CLSM
PER MAG Tl
SPECIFICATION 728 ===
AND TABLE 728-1.

Bc/8 UNDER
—WALL SECTION
4” MIN.

BC OUTSIDE DIAMETER OF WALL SECTION

NOTE:
1. TRENCH BACKFILL SHALL CONFORM TO MAG SPECIFICATION 601.4.3

* CMP UNDERGROUND OR CONCEALED RETENTION/DETENTION FACILITIES
SHALL CONFORM TO CITY OF PEORIA STANDARD DETAIL PE-402.
oz/o7/zooa/
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APPROVALS: ‘ !1 EM' € 3//0/06
DATE

CITY OF PEORIA
STANDARD DETAIL PE—-402
BEDDING AND BACKFILL FOR CMP

CITY ENGINEER J

TRENCH

{:\GUIDE\ DETAILS\ CAD\ PE-402

\

/ BACKFILL. \

TRENCH WIDTH

@ TOP OF PIPE
TRENCH SLOPE
AS REQUIRED
BY OSHA
12" MIN.
ABC PER MAG
SPECIFICATION
TABLE 702-1.
PEA GRAVEL
ASTM C33, SIZE #7 Bc/8 UNDER
WALL SECTION
4” MIN,
TRENCH
/ o \
1\ »
\ TRENCH WIDTH
‘ _@ TOP OF PIPE
TRENCH SLOPE
AS REQUIRED
BY OSHA
12” MIN.

ABC PER MAG
SPECIFICATION

TABLE 702-1. SPRING LINE OF PIPE

PEA GRAVEL Bc/8 UNDER
ASTM C33, SIZE #7 WA|:1.L" SMEI(;lTlON

BC = OUTSIDE DIAMETER OF CMP

NOTE:

1.

TRENCH BACKFILL SHALL CONFORM TO MAG SPECIFICATION 601.4.3

02/07/2008 /




I\ GUIDE\ DETAILS\ CAD\ PE-450

OXCICISIC)

é CITY OF PEORIA

APPROVALS: Q I |%RCE3‘/PJ%|§_ REQ/ IR
CITY ENGINEER (] " DAYE

STANDARD DETAIL PE-450
TYPICAL GREASE WASTE

© ® © ® ©

= B

=== —_

7Y al Ve rWa W
NN RN

VARIES

FINISH GRADE

I SAMPLE VAULT

A3 OUTLET

NOTES:

ALL GRADIENT RISERS, INCLUDING THE MANHOLE FRAME, WILL HAVE THE
INTERIOR SEALED WITH NON-SHRINK GROUT.

EXTERNAL INLET AND OUTLET PIPE ACCESS HOLES SHALL BE SEALED WITH
NON-SHRINK GROUT.

MANHOLE, FRAME, AND COVER FOR INTERCEPTOR AND SAMPLE VAULT MUST HAVE
CONCRETE COLLAR PER M.A.G. DETAIL 422. (M.A.G. DETAIL 424 IN TRAFFIC AREAS)

INTERNAL SANITARY "T”s SHALL BE EXTENDED TO 12-INCHES BELOW THE
MANHOLE LID OR ACCESS LID

SANITARY TEE (TYPICAL) — BOTH INLET AND OUTLET DOWN DRAFT TUBES ARE
TO BE 1/3 OF THE TOTAL TANK HEIGHT FROM THE BOTTOM OF THE TANK.

4—INCH DIAMETER MINIMUM PVC ELBOW
INTERCEPTOR MUST BE SMITH PRE—CAST OR EQUILVALENT. (CAPACITY VARIES)

SAMPLE VAULT MUST BE SMITH PRE—CAST OR EQUILVALENT.

INTERCEPTOR AND VAULT MUST BE INSPECTED BY THE CITY OF PEORIA
ENVIRONMENTAL/INDUSTRIAL USER DIVISION
A PLUMBING PERMIT IS REQUIRED FOR REPLACEMENT.

03/21/2008 ) |




12\ GUIDE\ DETAILS\ CAD\ PE-559~-1

4 CITY OF PEORIA
STANDARD DETAIL PE—559—1
STORM DRAIN INLET MARKER

APPROVALS: W? 9/2)4 0

“CITY ENGINEER ( ! DATE

&*l
xly

7/ //1 \\\\\\\\\

5" Dia.

3ﬂ6ixQQQQQQQ\\$CYRQQQQSNNNRQJ

TYPE "A:

TO BE INSTALLED IN WET .CONCRETE
DURING CONSTRUCTION

5” Dia.

| |
3/ 1]6;’i PAANNANNNNANNNNNN \\\\\\\\\\|

TYPE "B”
- TO BE INSTALLED WITH ADHESIVE
ON EXISTING STRUCTURES

NOTES

1. Moterial: Cast Aluminum
2. The Total Width Of Individual Letters To Be Such That Letters And Words Are Equally Spaced And Balanced.
3. Letters To Be 1/2" In Height. Type Of Letters To Be Submitted For Approval.

K 01/24/2007 /




1:\GUIDE\ DETAILS\ CAD\ PE-559-2

[

CITY OF PEORIA
STANDARD DETAIL PE—559-2
STORM DRAIN INLET MARKER

APPROVALS: MMATCQTD—’E;A\SIN/SCUPPER

CITY ENGINEER { ' DATE

Dynamix #6125—1

Urethane Universal
Adhesive
\&m |

TYPE "B TYPE "A”

TO BE INSTALLED IN WET CONCRETE
DURING CONSTRUCTION

TO BE INSTALLED WITH ADHESIVE
ON EXISTING STRUCTURES

Locate Marker On
Center Of Catch

Basin/Scupper

Scupper
Inlet

01/24/2007 j




1:\GUIDE\ DETAILS\ CAD\ PE-559-3

CITY OF PEORIA

STANDARD DETAIL PE—559-3
STORM DRAIN INLET MARKER

ON HEADWALL
@améﬂWMQf ofa2 o

APPROVALS:
CITY ENGINEER (| ! DATE
AV}
Dynamix #6125-1
¢_ Urethane Universal (l:-
Adhesive ‘
4 '.: - s

Y7ypE *B”

»” » -
IYPE "A” TO BE INSTALLED WITH ADHESIVE

TO BE INSTALLED IN WET CONCRETE ON EXISTING STRUCTURES

DURING CONSTRUCTION

¢
I
= =
| . d
| \\
Locate Marker
On Center Of

The Headwall.

Locate Marker On the
Vertical Face Of Headwall
When Face Is 3’ Or Greater.
Center On Headwall.

/
..
(D

01/24/2007 /






